
Made in Italy 

Sunflower header EN



Models

Rigid frame, light weight

Lateral door

For all combines

Toolbox

Lifters Kit
The construction of the frame and the pans allow the headers to 
work very low in case of flowers lying on the ground.
NARDI offers an optional lifters kit in harmonic steel, easy to install 
and low cost.

 Each header is delivered with a user & parts ma-
nual with step by step photographic instructions 
and exploded views. 

Hook available for all combines.
Quick adjustment of the working 
inclination without changing the 
distance between the header’s auger 
and the combine’s channel.

20 ft
5990 mm / мм

20 ft
6190 mm / мм

4409 lb 
2000 kg / кг

14 ft
4391 mm / мм

15 ft
4595 mm / мм

3053 lb 
1385 kg / кг

Working width Total length Weight

24 ft
7360 mm / мм

25 ft
7560 mm / мм

5271 lb 
2391 kg / кг

30 ft
9187 mm / мм

31 ft
9387 mm / мм

6362 lb
2886 kg / кг

38 ft
11683 mm / мм

39 ft
11891 mm / мм

8027 lb
3641 kg / кг

47 ft
14225 mm / мм

47 ft
14433 mm / мм

9943 lb
4510 kg / кг

SFH600
SFH440

SFH740
SFH940
SFH1200
SFH1400



The form and the inclination of the lateral points ensure the 
containment of the flowers by guiding them inside in any 
working condition

Design lateral points

Shield
It drives the flowers towards the knives and avoids a direct 
contact between flowers and the reel to prevent seed losses. The 
shield’s position can be adjusted mechanically or hydraulically 
(optional). Furthermore, it helps to straighten the heads of the 
flowers, leaving most of the stalks in the field in order to have a 
clean crop and not to stress the machine.

Metal net
The metal net has the task to cover completely the auger 
ensuring maximum safety and preventing the projection of 
flowers even at high harvesting speed.

NARDI also produces a wide range of trailers for tran-
sport of the headers on the road



The reel is covered by the shield and, synchronized with the 
cutting blade, it gently pushes the heads of the cut flowers 
towards the auger.
The big diameter of the auger ensures a homogeneous flow 
of the crop into the combine. The reel and the auger have a fix 
distance which is never changed.

Aspo & Coclea

The roller equipped with 4 toothed blades is placed under the 
cutting blade. 
Connected to the header’s transmission the roller rotates 
performing two main functions:
- Further inclines the stalk ensuring the cut under the sunflower 
head and leaving 95% of the stalk in the fields. Less material to 
process in the harvester, cleaner and drier grain.
-  When the  sunflower isn’t well rooted (because of excess of 
water for example) the cogged roller by clawing the stalk, 
reduces the tear force caused by the header during the cutting 
and therefore the risk of uprooting the stalks.
All NARDI frames m.y 2021 are predisposed to fit this optional, 
which is installed at the factory or can be purchased after-market 
as a spare kit / power parts.

Cogged roller
NEW FOR

2021

Reel & Auger



SUNFLOWER HARVESTING 

R&D department
In NARDI the research and development are constantly progressing, 
thanks to our important and competent technical office. All our 
projects designed by our designers and engineers are built 100% 
within our factory. 



Specific for sunflowers with larger sections (bolted to the blade),
low oscillations per minute and larger blade dividers.  We don’t 
use grain cutting systems, which move at too high speeds creating 
vibrations. The sunflower header must ensure a clean cut on stalks 
inclined over 45 degrees.

Patented brushes system is available as optional in NARDI 
Sunstorm pans headers.  It reduces seed losses by closing all 
the spaces between the pans but still letting the plant stalks pass 
through. The brushes are easy to change / maintain and have a 
long service life.

Brushes Kit 
PATENTED

Cutting system



WITH CHOPPER
Harvests the flower and cuts the stalk down to the ground leaving the field clean and ready for the second seeding. 

To disengage the stalk chopper, just unhook its cardan shaft and continue harvesting. 

It can also be installed after-market by ordering the kit from the factory.

The Nardi has an independent transmission with gearbox in oil bath. 
The working height is hydraulically adjusted from the combine. 
You can keep the header fixed on the sunflowers and vary the 
position of the chopper as desired as much as to the ground. 
The reinforced frame equipped with slides allows harvesting up to a 
few centimeters from the ground. 
The increased gearboxes that make the knives rotate are connected to 
each other by sections of hexagonal shafts and particularly reinforced 
with steel cups to resist accidental impacts with the ground.

Chopper
The dividers are designed to work at any row distance and are able 
to drive the flowers towards the internal knives. 
The seeds that fall from the sunflowers are collected by the dividers 
thanks to their particular design. 
They drive the stalks directly to the knives to collect the seeds. 
Thanks to their extremely heavy duty design, they can also collect 
the flowers lying on the ground.

Dividers/Pans



Via del Lavoro 14, 37047 - Z.A. Est San Bonifacio, Verona, Italy
Phone: +39 0457665570                 Fax: +39 0457665698
info@nardi-harvesting.com            www.nardi-harvesting.com

Nardi on Youtube 


